CSA INTERNATIONAL
/——_—\

1707 — 94th Street, Edmonton, AB. T6N 1E6
Telephone: 780.490.2006 Fax: 780.435.0998
Website: www.csa-international.org

CLIENT: ASL INDUSTRIAL NO-FLAME HEATERS LTD

LOCATION OF EXAMINATION:

CSA Laboratory - Edmonton

PRODUCT (Type: JA): Magnetic Heat Generator

Cat/Model No.: P3075

Manufacturer’s Name: ASL INDUSTRIAL NO-FLAME HEATERS Ltd.

Electrical rating: 12 Vdc,

, 130 Max A,

SPECIAL INSPECTION REPORT

4653230 - 006 / 2237839
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REPORT BY: PATRICK CONWAY

DATE: Nov 04, 09

ATTENTION: MR. LANCE MEIER

Permanently connected.

No. of units labelled: 1

Unit Serial Number

Label Number (996)

Unit Serial Number

Label Number (996)

004

C 1659999

Representative Leakage Current (UA): [ Normal: GO/NC:

, GO/NO:

Reverse: GO/NC: , GO/NO:

Dielectric Strength: N/A Vac See Below

Flame Test: Pass

Strain Relief: N/A

Caution Notices — | Pac1. No Gas Or Mechanical Has Been Evaluated

DECLARATION:

The following technical requirements were used in the evaluation of the product covered in this Report:

CSA Standard C22.2 No.

Provincial Guideline: Part

ALTERATIONS:

0, 0.4, SPE1000-99
A

Labelled: Yes

Note:

1...The 12Vdc System Voltage is supplied by the Motors Alternator
2...Flame test was perfrormed on the fibregiass enclosure with satisfactory results.

1. Entry to electrical panels to be tool secured. Customer to change latch on panel door and send photo to CSA-International
by 11 November 2009 or Special Inspection Label will be removed at thier expence. -

DQD 502.03e Rev. 2005-05-31

NOTE: EVALUATION BY SPECIAL INSPECTION SERVICE SHALL NOT BE CONSIDERED THE EQUIVALENT OF CSA CERTIFICATION.




